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Questo Certificato può essere riprodotto solo integralmente e senza alcuna variazione. Esso è soggetto al regolamento generale per 
la valutazione della conformità ai sensi delle direttive comunitarie per le quali IMQ opera come organismo notificato n. 0051 e alle 
prescrizioni particolari regolamento (UE) N. 2016/426 (GAR) “sugli apparecchi che bruciano carburanti gassosi” allegato III - MODULO 
B - Esame UE del Tipo – Tipo di produzione. 
This Certificate may only be reproduced in its entirety and without any change. It is subject to the general 
rules for assessing conformity to community directives for which IMQ operates as notified body n°. 0051 and 
to the special requirements for regulation (EU) No. 2016/426 (GAR) "on appliances burning gaseous fuels" 
annex III - MODULE B – EU Type-examination — Production type 

 







EV - RM/N.C.   Fam. 6  -  CE-51AT1438  P. max 0,5-6 bar

Bobina incapsulata + connettore
(riarmo sotto corpo valvola)

Encapsulated coil + connector
(reset is under valve body)

A riarmo manuale N.C. / Manual reset N.C. 

NOTA:
Le pagine seguenti riportano un estratto parziale 
dell’elenco modelli completo, allegato al certificato 
CE-51AT1438, e sono riferite solamente ai modelli:
M14/RM N.C.
M14/RMC N.C.
M16/RMO N.C.
M16/RM N.C.

NOTE:
The following pages are about a partial abstract of the full 
sample list attached to the certification CE-51AT1438, 
and they are related only to the following samples:
M14/RM N.C.
M14/RMC N.C.
M16/RMO N.C.
M16/RM N.C.

MODELLI ELETTROVALVOLE
SOLENOID VALVE MODELS



EV - RM/N.C.   Fam. 6  -  CE-51AT1438  P. max 0,5-6 bar

Bobina incapsulata + connettore

(riarmo sotto corpo valvola)

Encapsulated coil + connector

(reset is under valve body)

A riarmo manuale N.C. / Manual reset N.C. 

Modello/Ø

Model/Ø

Tipo connessione

Connection type

Tensione

Voltage

Codice bobina

Coil code

Timbratura bobina

Coil stamping

Codice connettore

Connector code

Potenza assorbita

Power absorption
CPI CPI + OPI VCPI VCPI + CPI

M14/RM N.C.

DN 15 - DN 20 - DN 25

M14/RMC N.C.

DN 25

(P.max 0,5 bar)

Filettata

Threaded

12 Vdc BO-0030
BO-0030

12 V DC R
CN-0010 8 VA

12 V/50 Hz BO-0030
BO-0030

12 V DC R
CN-0050 8 VA

24 Vdc BO-0040
BO-0040

24 V DC R
CN-0010 8 VA

24 V/50 Hz BO-0040
BO-0040

24 V DC R
CN-0050 8 VA

110 V/50-60 Hz BO-0075
BO-0075

110 V RAC
CN-0045 8 VA

230 V/50-60 Hz BO-0050
BO-0050

220 V RAC
CN-0045 9 VA

M16/RMO N.C.  

DN 15 - DN 20 - DN 25

(P.max 0,5 -6 bar)

Filettata

Threaded

12 Vdc BO-0030
BO-0030

12 V DC R
CN-0010 8 VA

12 V/50 Hz BO-0030
BO-0030

12 V DC R
CN-0050 8 VA

24 Vdc BO-0040
BO-0040

24 V DC R
CN-0010 8 VA

24 V/50 Hz BO-0040
BO-0040

24 V DC R
CN-0050 8 VA

110 V/50-60 Hz BO-0075
BO-0075

110 V RAC
CN-0045 8 VA

230 V/50-60 Hz BO-0050
BO-0050

220 V RAC
CN-0045 9 VA

M16/RM N.C.  

DN 15 - DN 20 - DN 25

(P.max 0,5 -6 bar)

Filettata

Threaded

12 Vdc BO-0030
BO-0030

12 V DC R
CN-0010 8 VA

12 V/50 Hz BO-0030
BO-0030

12 V DC R
CN-0050 8 VA

24 Vdc BO-0040
BO-0040

24 V DC R
CN-0010 8 VA

24 V/50 Hz BO-0040
BO-0040

24 V DC R
CN-0050 8 VA

110 V/50-60 Hz BO-0075
BO-0075

110 V RAC
CN-0045 8 VA

230 V/50-60 Hz BO-0050
BO-0050

220 V RAC
CN-0045 9 VA

M16/RM N.C.  

DN 32 - DN 40 - DN 50

(P.max 0,5 -6 bar)

Filettata

Threaded

12 Vdc BO-0030
BO-0030

12 V DC R
CN-0010 8 VA

12 V/50 Hz BO-0030
BO-0030

12 V DC R
CN-0050 8 VA

24 Vdc BO-0040
BO-0040

24 V DC R
CN-0010 8 VA

24 V/50 Hz BO-0040
BO-0040

24 V DC R
CN-0050 8 VA

110 V/50-60 Hz BO-0075
BO-0075

110 V RAC
CN-0045 8 VA

230 V/50-60 Hz BO-0050
BO-0050

220 V RAC
CN-0045 9 VA

M16/RM N.C.  

DN 32 FL - DN 40 FL - DN 50 FL

(P.max 0,5 -6 bar)

Flangiata

Flanged

12 Vdc BO-0030
BO-0030

12 V DC R
CN-0010 8 VA

12 V/50 Hz BO-0030
BO-0030

12 V DC R
CN-0050 8 VA

24 Vdc BO-0040
BO-0040

24 V DC R
CN-0010 8 VA

24 V/50 Hz BO-0040
BO-0040

24 V DC R
CN-0050 8 VA

110 V/50-60 Hz BO-0075
BO-0075

110 V RAC
CN-0045 8 VA

230 V/50-60 Hz BO-0050
BO-0050

220 V RAC
CN-0045 9 VA

MODELLI ELETTROVALVOLE

SOLENOID VALVE MODELS

Rev.02 

PAG. 1/8

DATA / DATE          2020, 28th February

FIRMA / SIGNATURE    __________________________________________




